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Available Packaging*

P 5P Q 55G30GG AP 260MP 275 TOTE

* Two-O-One is also available in 5000 gallon tankers

HEAVY-DUTY, LOW FOAM SCRUBBER & 
MULTI-USE DETERGENT

™
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The Two-O-One Difference
Two-O-One is a low foaming, heavy-duty cleaner/degreaser 
that increases productivity by quickly penetrating and dissolving 
grease, oil, dirt and other soils.

Two-O-One replaces butyl, d-Limonene and other solvent-based 
chemicals, and is formulated for use in automatic scrubbers. 
It may also be used through pressure washers and pump-up 
sprayers.

FEATURES
• Contains powerful Liquescent® technology, rust 

inhibitors, foam supressents, and anti-scaling 
agents.

• Contains no butyl (cas#111-76-2), phosphates, 
noxious vapors, and enzymes.

IDEAL FOR USE IN:
• Mop-on applications

• Tire/Rubber plants
• Auto plants

• Refineries

• Steel mills

• Foundries
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TECHNICAL SPECIFICATIONS

pH Concentrate 13.0 ± 0.2

pH (1:40) 12.0 ± 0.2

pH (1:8) 12.3 ± 0.2

Weight/Gallon 8.8 lbs

Total Actives 15.7 ± 0.2

Flash Point None to Boiling

Color Yellow

Fragrance Citrus

Hard Water Stability
(1:80 with 350 ppm hard water) Clear

Rinsing Properties Excellent

Freeze Thaw Stability Recovery After 3 Cycles

Foaming Properties Low

DIRECTIONS FOR USE
Dilute with water at room temperature.

GENERAL DEGREASING:
Light: Use 6 to 9 oz./gallon of water (50 to 67 ml/l), (1:15 to 1:20).

Normal: Use 9 to 16 oz./gallon of water (67 to 125 ml/l), (1:8 to 1:15).

Heavy: Use 16 to 128 oz./gallon of water (125 to 1,000 ml/l), (1:1 to 1:8).

FLOOR SCRUBBERS:

Normal Cleaning: Use 3 oz./gallon of water (25 ml/l), (1:40). 

Heavy Cleaning: Use 6 oz./gallon of water (50 ml/l), (1:20).

Normal soils removed in one pass. For stubborn soils, allow solution to stand five 
minutes before scrubbing or use the double scrubbing method. Although Two-O-One 
is safe on concrete seals, it is not recommended for use on finished floors or on 
aluminum.

Product produced under one or more of 
the following U.S. Patents: 5,080,822; 
5,080,831; 5,158,710; 5,419,848; 
5,585,341 and  5,849,682. 
Canada Patents: 2,056,425; 2,080,352 
and 2,057,027.


